Project WorkSAFE

Vermont DOL
Consultation

3/24/2021

Project WorkSAFE
Consultation

Employer Obligations
On-Site Consultation
Who Typically participates?

On-Site Consulta

-sife Consultation,
w9 &l
) 1
W fs

Project
WorkSAFE

NUlife}fe]a!
(Te» on)
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Objectives:

* Identify what LOTO is

Lockout /
Tagout
(LOTO) « |dentify types of Hazardous Energy

O bJ eCTlveS g  Identify hazards associated with uncontrolled
hazardous energy

 Principal application of LOTO
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When is LOTO required?

When someone will be

servicing or repairing

machinery or equipment
And

The unexpected
machinery start-up or
release of stored energy
could cause injury

Installing,
Constructing,
Adjusting,
Modifying,
Unjamming

Cleaning,
Lubrication,
Inspecting,

Setup- prep
for normal
function
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Authorized Employee

Employee who performs equipment,

Are you AUTHORIZED to hang locks?2

Affected Employee

An employee:

Whose job requires him/her to operate or
use a machine or equipment on which
ser g, or maintenance is being
performed under lockout or tagout, or
Whose Job requires him/her to work in an
area in which such servicing or
maintenance is being performed.

' COFFEE HERE!
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Authorized,
Affected & OTHER

Others are those who
need to know:

What LOTO looks like:
Not to touch
something that is
locked out or tagged
out

Excepﬂo n to MINOR SERVICING EXCEPTION - Limited

exception!
LOTO Work is minorin nature
Routine & repetitive
Performed during normal production

operations

Integral to the use of the equipment for
production

Work is performed using alternative methods
% ) which provide effective protection

Why LOTO?
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GRAPHIC CONTENT!
This could be you or someone you know

[SOME TOOLS AR
|IRREPLACEAR

HANDS | 3.THEY,

3/24/2021

13

[VERMONT

14

YyVYVvVVvYVvYY

» GRAVITYIll

Electrical (live/stored)
Hydraulic

Pneumatic

Chemical

Thermal

Mechanical/

rotating equipment

>

Hazardous Energy Source
Examples

Live electrical lines

Electrical capacitors

Lasers

Engines & their moving parts
Hydraulic lifts

Pneumatic (air pressure lines)
Pressurized water lines
Nelflgle

Ech
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uses this video to train his employees.

Specific LOTO Procedures

This employer has a documented procedure for LOTO to clean the truck’s press. He

< Tags equipment out of service

< Key removal (Locks out)

The employee performing the work
maintains exclusive control of the
vehicle's one and only key.

0 Locked out & Tagged out?

>

e
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Single key- how many
trucks/equipment are all keyed the
same...

The following basic requirements must be applied:

Written procedures documenting and utilized to
control potentially hazardous energy

Machine specific procedures [specific to the hazard(s)]

Equipment: Lo s, chains, wedges, key blocks,
i oth

hardware
ating, securing, or
es/equipment from energy sources.

adapter pin:

ol

The employer must conduct periodic inspections of
the energy control procedures at least annually to
ensure the requirements of the standard are followed.

hall provide training to ensure
nding, knowledge, skills, required for safe

sage and removal are acquired by
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General procedures alone are

unacceptable

You must know the sources of energy

You must know how much pressure or
how high the voltage might be

Check the owner's manuals - some
cover it all with the “Danger”,

“Warnings", "Cautions", efc.

P
VERMONT
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Skid Steer Owner's Manual

Proper antry and exit
“Aoavaex
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Job HAZARD Analysis

v

Foundation of sound energy control
procedures A s s
OSHA does not approve or certify hazard or

OSHA may apply recognized analysis such
as those in the owner's manual AR
Knowledgeable staff expertise may be

required for more complex equipment. R

v

v

v

D

ANALYSIS Py
VERMONT
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Ch let Sib Ll n
evrolet Silverado
GG Sierra FOR G wavun:

Do this.

Chilton / Haynes Repair Manuals
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Vehicle Hazardous Energy
Control

Year after year vehicle servicing and maintenance
activities have caused serious injury & death

with dump bodies shall be equipped with
e means of support, permanently attached,
capable of being locked in position to prevent
ntal lowering of the body while maintenance
orinspection work is being done. 1926.601 (b)(10)
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A wooden
block
makeshift
body prop

Steel I-beam
sits across
| fruck frame
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Engineered
system

3/24/2021

Body props are subject
to rust and damage.

They need to be
properly maintained.

Basic steps for LOTO

1. Find the =
procedure @
to be used. 5 Y

2. Notify
anyone

affected by the ~ @@y
lockout tagout. @

3. Locate all
listed energy
sources.

4. Shut down

the machine ‘ ' '
or equipment.

5. Lockout and
tag all energy
isolating
devices.

6. Release any
stored energy
(steam,
hydraulic, etc.).

(P

7. Operate controls to
test disconnects. The
machine or
equipment should
not operate.

8. Return
controls to off

position.
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Lockout/Tagout

Lockout/Tagout

Tne placement of a lockout
device on an energy isolating
device fo ensure the equipment
cannot be operated untilit’s
removed.

Includes aTag that states

> Danger Do Not Operate or similar

v

space for an employee name

v

Date and whyf's being fagged
oul of service.

> Reinforced eyelet

Employee must have exclusive
control of the key.

3/24/2021
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Tagout or N |
TOgS Plus Y 1 energy isolating

device
Iagout alone

Tags alone are only
Warning devices.

d when the

ag must provide
equivalent protection as
using a lock - hard fo prove
adocumented &
> Tags Plus willrequire an extra step
to verify the equipment is de-
energized - that's the plus.

1990 must be

Exclusive

Exclusive Control:
Employee has the
authority o and is

i ina
position to prevent
individuals from re-
energizing equipment.
This enables the
employee fo prevent
the equipment from
becoming energized

maintenance.

30
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1 Lnknut/Tagnut

LOTO HOME
Lackout-Tagout Intersctive Training Program

T s o i Sugert
v o 378 131016

Do s o,
The E-tool can answer a lot of Sl i s PG o . iad Mk
questions

——
LOTO is probably ' the work that OSHA Lesaslies (07D} e

T g ot st Yo con g S|
looks for

One of VOSHA's Emphasis Programs
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Robert.Dabrowski@vermont.gov
Andrew.Blount@vermont.gov

u!.y.m
The VERMONT Approach - Someone is waiting 3
for you to come home safe and sound. s
Who knows... it could be Batman or your @5
chickens

THANK YOU FOR LISTENING

DO YOU HAVE ANY QUESTIONS

32

ectorforfree com/product/coffee-delivery-vector

w.lincolnelectric.com/en- upport/welding-hc

lift-arm

w.youtube.com/watch?v=X2XdxPInpNE

https://wwwford-trucks.com/forums/1041928jacking-up-a-lifted-truck-2.html

2019/10/02/safetytechnolc oes-your-lock
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